Assessing the potential of furan polymer-based resin development in bonded veneer processing factors on adhesive
bond strength

Matsi, Mikk; Piirlaid, Marko; Meier, Pille; Rohumaa, Anti; Hughes, Mark Baltic Polymer Symposium 2010 : Palanga, September 8-
11, 2010 : programme and abstracts 2010 / p. 54 https://wsenetwork.org/assessing-the-potential-of-furan-polymer-based-resin-development-
in-bonded-veneer-processing-factors-on-adhesive-bond-strength/

Back-calculation of elastic moduli of a ply from the moduli of cross-ply laminates
Lasn, Kaspar; Klauson, Aleksander; Echtermeyer, Andreas T. Mechanics of composite materials 2015 / p. 55-68 :ill
https://doi.org/10.1007/s11029-015-9476-9 Journal metrics at Scopus Article at Scopus Journal metrics at WOS Article at WOS

Construction period moisture load on CLT - example of 5 CLT buildings
Kalbe, Kristo; Kukk, Villu; Kalamees, Targo Proceedings of the lll Forum Wood Building Baltic, Riga Technical University, 09-

10.05, 2022, Riga, Latvia 2022 / p. 42—43 https:/forumwoodbuilding.rtu.lv/wp-content/uploads/sites/37/2022/05/FWBB2022-2022.05.09-
speakers-day-1-and-2.pdf

The effect of prestressing and temperature on tensile strength of basalt fiber-reinforced plywood

Léhmus, Riinno; Kallakas, Heikko; Tuhkanen, Eero; Gulik, Volodymyr; Kiisk, Madis; Saal, Kristjan; Kalamees, Targo Materials
2021 /art. 4701, 9 p. : ill https://doi.org/10.3390/ma14164701 Journal metrics at Scopus Article at Scopus Journal metrics at WOS
Article at WOS

Effect of soaking/oven-drying on mechanical and physical properties of birch (Betula spp.) plywood
Kask, Regino; Lille, Harri; Kiviste, Mihkel; Kruus, Silver; Laéane, Johann Olaf Drvna industrija 2021 / p. 121-129
https://doi.org/10.5552/drvind.2021.1946 Journal metrics at Scopus Article at Scopus Journal metrics at WOS Article at WOS

Fire design of cross-laminated timber and glulam rib panels
Kleinhenz, Miriam; Just, Alar; Frangi, Andrea Proceedings of the Il Forum Wood Building Baltic, Riga Technical University, 09-10.05,

2022, Riga, Latvia 2022 / p. 32-33 https://forumwoodbuilding.rtu.lv/wp-content/uploads/sites/37/2022/05/FWBB2022-2022.05.09-speakers-
day-1-and-2.pdf

Impact of aspen and black alder substitution in birch plywood
Akkurt, Tolgay; Kallakas, Heikko; Rohumaa, Anti; Hunt, Christopher Glaab; Kers, Jaan Forests 2022 / art. 142
https://doi.org/10.3390/f13020142

Kihtpuit. Formaldehtitdi eraldusklassid méaratuna gaasanaliitisi meetodil
Luga, Ullar; Reiska, Rein; Sillajoe, Aadu; Pork, Heino; Kull, Rein 1999 https://www.ester.ee/record=b1315231*est

Kihtpuit. Liigitus ja terminoloogia
Luga, Ullar; Reiska, Rein; Sillajoe, Aadu; Pork, Heino; Kull, Rein 1999 https://www.ester.ee/record=b1315234*est

Kihtpuit. Liigitus ja terminoloogia
Luga, Ullar; Reiska, Rein; Sillajoe, Aadu; Pork, Heino; Kull, Rein 1999 https://www.ester.ee/record=b1315239*est

Kihtpuit. M66tmete tolerantsid
Luga, Ullar; Reiska, Rein; Sillajoe, Aadu; Pork, Heino; Kull, Rein 1999 https://www.ester.ee/record=b1315225*est

Kihtpuit. M66tmete tolerantsid
Luga, Ullar; Reiska, Rein; Sillajoe, Aadu; Pork, Heino 2002 https://www.ester.ee/record=b1620157*est

Mechanical properties of connecting fittings for plywood furniture
Saar, Kaarel; Kers, Jaan; Luga, Ullar; Reiska, Ahto Proceedings of the 9th International Conference of DAAAM Baltic Industrial
Engineering, 24-26th April 2014, Tallinn, Estonia 2014 / p. 399-404 : ill

Millega tuleb arvestada Eestis CLT-paneelidest maju ehitades? [Vorguviljaanne]
ehitusuudised.ee 2022 Millega tuleb arvestada Eestis CLT-paneelidest maju ehitades?

Ristkihtlimpuidust paneel — kas tulevikus Eestis levinud ehitusmaterjal? [Vorguvéljaanne]
postimees.ee 2022 Ristkihtlimpuidust paneel — kas tulevikus Eestis levinud ehitusmaterjal?

The effect of birch (Betula pendula Roth) face veneer thickness on the reaction to fire properties of fire-retardant treated
plywood

Alao, Percy Festus; Dembovski, Karl Harold; Rohumaa, Anti; Ruponen, Jussi; Kers, Jaan Construction and building materials
2024 / art. 136242 https://doi.org/10.1016/j.conbuildmat.2024.136242


https://wsenetwork.org/assessing-the-potential-of-furan-polymer-based-resin-development-in-bonded-veneer-processing-factors-on-adhesive-bond-strength/
https://doi.org/10.1007/s11029-015-9476-9
https://www.scopus.com/sourceid/13614
https://www.scopus.com/record/display.uri?eid=2-s2.0-84956945416&origin=inward&txGid=9429a7b1138c17606db06f85e881020b
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=MECH COMPOS MATER&year=2023
https://www.webofscience.com/wos/woscc/full-record/WOS:000352481900006
https://forumwoodbuilding.rtu.lv/wp-content/uploads/sites/37/2022/05/FWBB2022-2022.05.09-speakers-day-1-and-2.pdf
https://doi.org/10.3390/ma14164701
https://www.scopus.com/sourceid/76627
https://www.scopus.com/record/display.uri?eid=2-s2.0-85113379402&origin=inward&txGid=66b951ac52e0a4273f75cd33d94573b8
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=MATERIALS&year=2022
https://www.webofscience.com/wos/woscc/full-record/WOS:000689433200001
https://doi.org/10.5552/drvind.2021.1946
https://www.scopus.com/sourceid/90173
https://www.scopus.com/record/display.uri?eid=2-s2.0-85106579209&origin=inward&txGid=f4f95d010f49939ae69a46cce3c2ad28
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=DRVNA IND&year=2022
https://www.webofscience.com/wos/woscc/full-record/WOS:000649180300002
https://forumwoodbuilding.rtu.lv/wp-content/uploads/sites/37/2022/05/FWBB2022-2022.05.09-speakers-day-1-and-2.pdf
https://doi.org/10.3390/f13020142
https://www.ester.ee/record=b1315231*est
https://www.ester.ee/record=b1315234*est
https://www.ester.ee/record=b1315239*est
https://www.ester.ee/record=b1315225*est
https://www.ester.ee/record=b1620157*est
https://www.ehitusuudised.ee/uudised/2022/10/25/doktoritoo-millega-tuleb-arvestada-eestis-clt-paneelidest-maju-ehitades
https://teadus.postimees.ee/7630950/ristkihtliimpuidust-paneel-kas-tulevikus-eestis-levinud-ehitusmaterjal
https://doi.org/10.1016/j.conbuildmat.2024.136242

