Any dynamical system is fully accessible through one single actuator and related problems
Kawano, Yu; Kotta, Ulle; Moog, Claude International journal of robust and nonlinear control 2016 / p. 1748-1754
https://doi.org/10.1002/rnc.3379 Journal metrics at Scopus Article at Scopus Journal metrics at WOS Avrticle at WOS

Disturbance decoupling by measurement feedback : sensor location
Kaldmae, Arvo; Kotta, Ulle; Shumsky, Alexey; Zhirabok, Alexey Proceedings of the Estonian Academy of Sciences 2016 / p. 317-

329 : ill https://doi.org/10.3176/proc.2016.4.05 https://artiklid.elnet.ee/record=b2808632*est Journal metrics at Scopus Article at Scopus
Journal metrics at WOS Article at WOS

Faulty plant reconfiguration by measurement feedback: Sensor location
Kaldmae, Arvo; Kotta, Ulle; Shumsky, Alexey; Zhirabok, Alexey IFAC-PapersOnLine 2015 / p. 1283-1288 : ill
https://doi.org/10.1016/}.ifacol.2015.09.702 Conference proceedings at Scopus Article at Scopus



https://doi.org/10.1002/rnc.3379
https://www.scopus.com/sourceid/17987
https://www.scopus.com/record/display.uri?eid=2-s2.0-84935081315&origin=inward&txGid=dfeb9343a79391507acd68812e6cde7c
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=INT J ROBUST NONLIN&year=2016
https://www.webofscience.com/wos/woscc/full-record/WOS:000374004500011
https://doi.org/10.3176/proc.2016.4.05
https://artiklid.elnet.ee/record=b2808632*est
https://www.scopus.com/sourceid/11500153303
https://www.scopus.com/record/display.uri?eid=2-s2.0-84997523674&origin=inward&txGid=082291d8e3209e6cd635d7aad6c5e8f6
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=P EST ACAD SCI&year=2016
https://www.webofscience.com/wos/woscc/full-record/WOS:000393289200001
https://doi.org/10.1016/j.ifacol.2015.09.702
https://www.scopus.com/sourceid/21100456158
https://www.scopus.com/record/display.uri?eid=2-s2.0-84992490660&origin=inward&txGid=5a1b12073da70e815478b8bfbcc9fb33

