
Dynamic state space model based analysis of a three-phase induction motor using nonlinear magnetization inductance
Asad, Bilal; Vaimann, Toomas; Rassõlkin, Anton; Belahcen, Anouar 2018 19th International Scientific Conference on Electric
Power Engineering (EPE 2018) : Brno, Czech Republic, 16 - 18 May 2018 2018 / p. 260-265 : ill
https://doi.org/10.1109/EPE.2018.8396039

Natural convection from flat side's of coil system
Ghahfarokhi, Payam Shams; Kallaste, Ants; Vaimann, Toomas; Belahcen, Anouar 2018 19th International Scientific
Conference on Electric Power Engineering (EPE 2018) : Brno, Czech Republic, 16 - 18 May 2018 2018 / p. 288-292 : ill
https://doi.org/10.1109/EPE.2018.8395967

Reducing sparking in the transient layer of the sliding electrical contact unit
Kozyreva, Oksana; Plokhov, Igor; Kotkov, Nikita; Savrajev, Igor; Ilyin, Alexander; Vaimann, Toomas; Rassõlkin, Anton; Gevorkov,
Levon; Kallaste, Ants 2018 19th International Scientific Conference on Electric Power Engineering (EPE 2018) : Brno, Czech
Republic, 16 - 18 May 2018 2018 / p. 223-227 : ill https://doi.org/10.1109/EPE.2018.8395969

Simulink based model of electric drive for throttle valve in pumping application
Gevorkov, Levon; Rassõlkin, Anton; Kallaste, Ants; Vaimann, Toomas 2018 19th International Scientific Conference on Electric
Power Engineering (EPE 2018) : Brno, Czech Republic, 16 - 18 May 2018 2018 / p. 256-259 : ill
https://doi.org/10.1109/EPE.2018.8395996

Voltage withstand properties of the insulation of different types of medium voltage covered overhead line conductors
Kiitam, Ivar; Taklaja, Paul; Tuttelberg, Kaur 2018 19th International Scientific Conference on Electric Power Engineering (EPE
2018) : Brno, Czech Republic, 16 - 18 May 2018 2018 / p. 18-21 : ill https://doi.org/10.1109/EPE.2018.8396011

https://doi.org/10.1109/EPE.2018.8396039
https://doi.org/10.1109/EPE.2018.8395967
https://doi.org/10.1109/EPE.2018.8395969
https://doi.org/10.1109/EPE.2018.8395996
https://doi.org/10.1109/EPE.2018.8396011

