Accuracy of numerical methods by calculating static and quasistatic electric fields
Gordon, Rauno; Arola, Tuukka; Wendel, Katrina; Ryynanen, Outi; Hyttinen, Jari Proceedings of the Estonian Academy of Sciences.
Engineering 2006 / 3-2, p. 262-283 : ill

Bioimpedance spectro-tomography system using binary multifrequency excitation [Online resource]

Min, Mart; Lehti-Polojarvi, M.; Hyttinen, Jari; Rist, Marek; Land, Raul; Annus, Paul International journal of bioelectromagnetism
Proceedings of the 11th International Conference on Bioelectromagnetism : 23-25 May 2018, Aachen, Germany 2018 / p. 76-79 : ill
http://www.ijbem.org/ https://publications.rwth-aachen.de/record/723893/files/723893.pdf

Building trust on body sensor network signals
Giani, Annarita; Seppa, Ville-Pekka; Hyttinen, Jari; Bajcsy, Ruzena 4th European Conference of the International Federation for

Medical and Biological Engineering : 23-27 November, 2008, Antwerp, Belgium. 8 2009 / p. 887-890
https://link.springer.com/chapter/10.1007/978-3-540-89208-3_211

Intra-cardiac bioimpedance field variability with breathing

Gordon, Rauno; Vaisanen, Juho; Hyttinen, Jari 13th International Conference on Electrical Bioimpedance and 8th Conference on
Electrical Impedance Tomography 2007 : ICEBI2007 : August 29th - September 2nd 2007, Graz, Austria 2007 / p. 20-23
https://link.springer.com/chapter/10.1007/978-3-540-73841-1_8


http://www.ijbem.org/
https://publications.rwth-aachen.de/record/723893/files/723893.pdf
https://link.springer.com/chapter/10.1007/978-3-540-89208-3_211
https://link.springer.com/chapter/10.1007/978-3-540-73841-1_8

