
Calculation of threaded joints in creep condition
Strižak, Viktor; Penkov, Igor OST-03 Symposium on Machine Design 2003 / p. 61-70 : ill

Comparative study on numerical hydroelastic analysis of impact-induced loads
Yan, Dongni; Hosseinzadeh, Saeed; Lakshmynarayanana, Puramharikrishnan; Mikkola, Tommi; Hirdaris, Spyros 23rd Numerical
Towing Tank Symposium : 11th – 13th October 2021 Mülheim an der Ruhr, Germany 2021 / p. 150-155 : ill https://www.uni-
due.de/ISMT/ismt_nutts_2021.php

Experimental dataset on aluminium wedge slamming: Measurements of acceleration, pressure, strain, and video data
Hosseinzadeh, Saeed; Tabri, Kristjan; Sahk, Tarmo; Teär, Ruttar Data in brief 2024 / art. 110818
https://doi.org/10.1016/j.dib.2024.110818 Journal metrics at Scopus Article at Scopus Journal metrics at WOS Article at WOS

Experimental study on the dynamic response of a 3-D wedge under asymmetric impact
Hosseinzadeh, Saeed; Tabri, Kristjan Journal of hydrodynamics 2024 / p. 263-274 https://doi.org/10.1007/s42241-024-0023-9 Journal
metrics at Scopus Article at Scopus Journal metrics at WOS Article at WOS

Influence of mental stress on the arterial stiffness parameters detected from photoplethysmographic signal waveform
Pilt, Kristjan; Karai, Deniss; Bachmann, Maie; Gavriljuk, Marietta; Allik, Ardo; Uudeberg, Tuuli 2022 18th Biennial Baltic
Electronics Conference (BEC) 2022 / 4 p https://doi.org/10.1109/BEC56180.2022.9935609

Kiirkatsed punktkoormustestiga aitavad hinnata Jordaania põlevkivi
Väizene, Vivika; Anepaio, Ain Inseneeria 2013 / lk. 36 https://artiklid.elnet.ee/record=b2620662*est

Millised koormused mõjuvad meie teedele tegelikult?
Kendra, Ain Transport ja Teed 2018 / lk. 9-11 : ill http://www.ester.ee/record=b1073099*est https://artiklid.elnet.ee/record=b2861404*est

Punktkoormustesti effektiivne kasutamine katsetöödel
Anepaio, Ain; Kukk, Raili; Väizene, Vivika Kaevandamine ja keskkond 2012 / lk. 94-97 : fot

Smuuli tee silda tuleb enne avamist katsetada : [TTÜ sillaehituse õppetooli professori Siim Idnurme arvamus silla
koormuskatsete kohta]
Tooming, Urmas; Idnurm, Siim Postimees 2007 / 18. apr., lk. 15 https://www.postimees.ee/1651505/smuuli-tee-silda-tuleb-enne-avamist-
katsetada

Strength analysis of medium voltage overhead line crossarms for updating conductor
Kiitam, Ivar; Taklaja, Paul; Pohlak, Meelis; Põdra, Priit; Palu, Ivo 2019 Electric Power Quality and Supply Reliability Conference
(PQ) & 2019 Symposium on Electrical Engineering and Mechatronics (SEEM), Kärdla, Estonia, June 12-15, 2019 : proceedings
2019 / 6 p. : ill https://doi.org/10.1109/PQ.2019.8818235

Terrestrilise laserskaneerimise kaasamine sildade koormus-katsetuste geodeetilistel uuringutel
Lõhmus, H.; Ellmann, Artu; Märdla, Silja Geodeet 2014 / lk. 32-42 https://artiklid.elnet.ee/record=b2721021*est

https://www.uni-due.de/ISMT/ismt_nutts_2021.php
https://doi.org/10.1016/j.dib.2024.110818
https://www.scopus.com/sourceid/21100372856
https://www.scopus.com/pages/publications/85201488877?inward
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=DATA BRIEF&year=2024
https://www.webofscience.com/wos/woscc/full-record/WOS:001299112600001
https://doi.org/10.1007/s42241-024-0023-9
https://www.scopus.com/sourceid/28521
https://www.scopus.com/pages/publications/85194583123?inward
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=J HYDRODYN&year=2024
https://www.webofscience.com/wos/woscc/full-record/WOS:001233689400003
https://doi.org/10.1109/BEC56180.2022.9935609
https://artiklid.elnet.ee/record=b2620662*est
http://www.ester.ee/record=b1073099*est
https://artiklid.elnet.ee/record=b2861404*est
https://www.postimees.ee/1651505/smuuli-tee-silda-tuleb-enne-avamist-katsetada
https://doi.org/10.1109/PQ.2019.8818235
https://artiklid.elnet.ee/record=b2721021*est

