
Assessment of retrofit measures for industrial halls: energy efficiency and renovation budget estimation
Simson, Raimo; Fadejev, Jevgeni; Kurnitski, Jarek; Kesti, Jyrki; Lautso, Petteri Energy procedia 2016 / p. 124-133 : ill
http://dx.doi.org/10.1016/j.egypro.2016.09.114

Geothermal heat pump plant performance in a nearly zero-energy building
Fadejev, Jevgeni; Simson, Raimo; Kurnitski, Jarek; Kesti, Jyrki; Mononen, Tarmo; Lautso, Petteri Energy procedia 2016 / p. 489-
502 : ill http://dx.doi.org/10.1016/j.egypro.2016.09.087

Radiant panel and air heating performance in large industrial buildings
Ahmed, Kaiser; Sistonen, Esko; Simson, Raimo; Kurnitski, Jarek; Kesti, Jyrki; Lautso, Petteri Building simulation 2018 / p. 293-
303 : ill https://doi.org/10.1007/s12273-017-0414-8 Journal metrics at Scopus Article at Scopus Journal metrics at WOS Article at WOS

http://dx.doi.org/10.1016/j.egypro.2016.09.114
http://dx.doi.org/10.1016/j.egypro.2016.09.087
https://doi.org/10.1007/s12273-017-0414-8
https://www.scopus.com/sourceid/19500157074
https://www.scopus.com/record/display.uri?eid=2-s2.0-85041432165&origin=inward&txGid=b1272e4268ce83fa1400ec5daeeb09db
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=BUILD SIMUL-CHINA&year=2022
https://www.webofscience.com/wos/woscc/full-record/WOS:000424029400006

