
Influence of powder characteristics on processability of AlSi12 alloy fabricated by selective laser melting
Baitimerov, Rustam; Lykov, Pavel; Zherebtsov, Dmitry; Radionova, Ludmila; Shultc, Alexey; Prashanth, Konda Gokuldoss
Materials 2018 / art. 742, 14 p. : ill https://doi.org/10.3390/ma11050742 Journal metrics at Scopus Article at Scopus Journal metrics at
WOS Article at WOS

Microstructure, mechanical properties, and corrosion behavior of 06Cr15Ni4CuMo processed by using selective laser
melting
Maya, Jayaraman; Sivaprasad, Katakam; Kumar, Guttula Venkata Sarath; Baitimerov, Rustam; Lykov, Pavel; Prashanth, Konda
Gokuldoss Metals 2022 / art. 1303 https://doi.org/10.3390/met12081303 Journal metrics at Scopus Article at Scopus Journal metrics at
WOS Article at WOS

https://doi.org/10.3390/ma11050742
https://www.scopus.com/sourceid/76627
https://www.scopus.com/record/display.uri?eid=2-s2.0-85046658187&origin=inward&txGid=d620695e16dd2d19429fd25f4ca29d2d
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=MATERIALS&year=2022
https://www.webofscience.com/wos/woscc/full-record/WOS:000434711700092
https://doi.org/10.3390/met12081303
https://www.scopus.com/sourceid/21100399731
https://www.scopus.com/record/display.uri?eid=2-s2.0-85137754155&origin=inward&txGid=fcc3efbf078fa678e0a37755dfd20095
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=METALS-BASEL&year=2022
https://www.webofscience.com/wos/woscc/full-record/WOS:000845387300001

