
Autovaba päev : [TTÜ-s avati autovaba päeva puhul valvega rattaparkla]
Lind, Liina Studioosus 2005 / okt., lk. 9

Characterization of self-assembled monolayers by means of nanoindentation
Lind, Liina; Costelle, L.; Jalkanen, P.; Räisänen, M.; Nowak, R.; Räisänen, J. International Indentation Workshop 4 : Seoul, Korea, 3-8
July 2011 : abstract book 2011 / p. 106 https://pubs.acs.org/doi/10.1021/acs.langmuir.7b01068

Conventional nanoindentation in self-assembled monolayers deposited on gold and silver substrates
Costelle, Leila; Lind, Liina Journal of nanomaterials 2012 / 5 p. : ill https://onlinelibrary.wiley.com/doi/10.1155/2012/585123

Cyclic loading of TiCN coating by Vickers indentation
Saarna, Mart; Lind, Liina; Peetsalu, Priidu; Sergejev, Fjodor Engineering materials and tribology XXV 2017 / p. 425-429
https://doi.org/10.4028/www.scientific.net/KEM.721.425 Conference proceedings at Scopus Article at Scopus

Description of punch wear mechanism during fine blanking process
Lind, Liina; Peetsalu, Priidu; Põdra, Priit; Adoberg, Eron; Veinthal, Renno; Kulu, Priit Proceedings of the 7th International
Conference of DAAAM Baltic Industrial Engineering : 22-24th April 2010, Tallinn, Estonia. [II] 2010 / p. 504-509 : ill

Evaluation of punch wear resistance suring industrial test
Peetsalu, Priidu; Saarna, Mart; Adoberg, Eron; Kulper, Eha; Lind, Liina; Kulu, Priit Acta metallurgica Slovaca conference 2010
/ 1, p. 105-110 : ill

Evaluation of residual stresses in PVD coatings by means of strip substrate length variation and curvature method of
plate substrate
Lille, Harri; Ryabchikov, Alexander; Kõo, Jakub; Adoberg, Eron; Lind, Liina; Kurissoo, Liisa; Peetsalu, Priidu Materials
Engineering 2017 : selected, peer reviewed papers from the 26th International Baltic Conference on Materials Engineering 2017,
October 26-27, Kaunas, Lithuania 2017 / p. 212-218 https://doi.org/10.4028/www.scientific.net/SSP.267.212 Journal metrics at Scopus
Article at Scopus

Evaluation of residual stresses in PVD coatings by means of the curvature method of plate
Lille, Harri; Ryabchikov, Alexander; Adoberg, Eron; Kurissoo, Liisa; Peetsalu, Priidu; Lind, Liina Engineering materials and
tribology XXV 2017 / p. 404-408 https://doi.org/10.4028/www.scientific.net/KEM.721.404 Conference proceedings at Scopus Article at
Scopus

Influence of steel austenitization to part quality in continuous austempering
Jaason, Karli; Peetsalu, Priidu; Saarna, Mart; Kulu, Priit; Mikli, Valdek; Lind, Liina; Beilmann, Jüri Estonian journal of
engineering 2012 / p. 221-231 : ill https://artiklid.elnet.ee/record=b2527735*est

Kõndides ringi TTÜ ühiselamutes...
Lind, Liina Studioosus 2005 / dets., lk. 10 : fot

Laser additively manufactured magnetic core design and process for electrical machine applications
Tiismus, Hans; Kallaste, Ants; Vaimann, Toomas; Lind, Liina; Virro, Indrek; Rassõlkin, Anton; Dedova, Tatjana Energies
2022 / art. 3665 https://doi.org/10.3390/en15103665 Journal metrics at Scopus Article at Scopus Journal metrics at WOS Article at
WOS

Mehaanikateaduskond : [tutvustus]
Lind, Liina; Pikand, Tanno; Rannu, Ilo Mente et Manu 2005 / Uudistaja, lk. 6 : fot https://www.ester.ee/record=b1242496*est

On determination of residual stresses in some PVD coatings by the curvature method
Lille, Harri; Ryabchikov, Alexander; Lind, Liina; Sergejev, Fjodor; Adoberg, Eron; Peetsalu, Priidu Proceedings of the 9th
International Conference of DAAAM Baltic Industrial Engineering, 24-26th April 2014, Tallinn, Estonia 2014 / p. 378-382 : ill

Residual stresses on various PVD hard coatings on tube and plate substrates
Lille, Harri; Ryabchikov, Alexander; Peetsalu, Priidu; Lind, Liina; Sergejev, Fjodor; Mikli, Valdek; Kübarsepp, Jakob Coatings
2020 / art. 1054, 11 p https://doi.org/10.3390/coatings10111054 Journal metrics at Scopus Article at Scopus Journal metrics at WOS
Article at WOS

The effect of surface pre-treatment and coating post-treatment to the properties of TiN coatings
Adoberg, Eron; Podgurski, Vitali; Peetsalu, Priidu; Lind, Liina; Mikli, Valdek; Hvizdoš, Pavol; Kulu, Priit Estonian journal of
engineering 2012 / p. 185-192 : ill https://kirj.ee/public/Engineering/2012/issue_3/Eng-2012-3-185-192.pdf

Tribological properties of PVD coatings with lubricating films
Lind, Liina; Adoberg, Eron; Aarik, Lauri; Kulu, Priit; Veinthal, Renno; Abdel Aal, Alsayed Estonian journal of engineering 2012 /
p. 193-201 : ill

https://pubs.acs.org/doi/10.1021/acs.langmuir.7b01068
https://onlinelibrary.wiley.com/doi/10.1155/2012/585123
https://doi.org/10.4028/www.scientific.net/KEM.721.425
https://www.scopus.com/sourceid/12378
https://www.scopus.com/record/display.uri?eid=2-s2.0-85009067841&origin=inward&txGid=c7e4c09fb0fd2ce2b73b2c3e56282bc4
https://doi.org/10.4028/www.scientific.net/SSP.267.212
https://www.scopus.com/sourceid/21100305259
https://www.scopus.com/record/display.uri?eid=2-s2.0-85032227232&origin=inward&txGid=e2af82d1c9c9f566086f73cba084b213
https://doi.org/10.4028/www.scientific.net/KEM.721.404
https://www.scopus.com/sourceid/12378
https://www.scopus.com/record/display.uri?eid=2-s2.0-85009088496&origin=inward&txGid=d6a38a372b5d1ef3a6ac3600d2c397f3
https://artiklid.elnet.ee/record=b2527735*est
https://doi.org/10.3390/en15103665
https://www.scopus.com/sourceid/62932
https://www.scopus.com/record/display.uri?eid=2-s2.0-85130816291&origin=inward&txGid=fc4f401865cf16ad1cb3082d02a03fd1
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=ENERGIES&year=2022
https://www.webofscience.com/wos/woscc/full-record/WOS:000803593200001
https://www.ester.ee/record=b1242496*est
https://doi.org/10.3390/coatings10111054
https://www.scopus.com/sourceid/21100872725
https://www.scopus.com/record/display.uri?eid=2-s2.0-85094863962&origin=inward&txGid=e3d3543bc2a2db8176c17716b597aa9c
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=COATINGS&year=2022
https://www.webofscience.com/wos/woscc/full-record/WOS:000593524500001
https://kirj.ee/public/Engineering/2012/issue_3/Eng-2012-3-185-192.pdf


Wear of different PVD coatings at industrial fine-blanking field tests
Lind, Liina; Peetsalu, Priidu; Sergejev, Fjodor Medžiagotyra = Materials science 2015 / p. 343-348 : ill
http://dx.doi.org/10.5755/j01.ms.21.3.7249

Wear of PVD coatings on fineblanking punches = PVD pinnete kulumine siselõikestantsi templitel
Lind, Liina 2014 https://www.ester.ee/record=b4422007*est

http://dx.doi.org/10.5755/j01.ms.21.3.7249
https://www.ester.ee/record=b4422007*est

