
Case study comparison of bubbling fluidised fed and grate-fired biomass combined heat and power plants
Rummel, Leo; Paist, Aadu Chemical engineering transactions 2016 / p. 1147-1152 : ill http://dx.doi.org/10.3303/CET1652192

Development of aspen bleached chemithermomechanical pulp towards nanostructure = Haava pleegitatud keemilis-
termilise puitmassi töötlemine nanostruktuuride saamiseks
Kärner, Kärt 2018 https://digi.lib.ttu.ee/i/?9947

Fibrillation of aspen by alkaline cold pre-treatment and vibration milling
Kärner, Kärt; Elomaa, Matti Antero; Kallavus, Urve Materials science = Medžiagotyra 2016 / p. 358-363 : ill
http://dx.doi.org/10.5755/j01.ms.22.3.7412

Ozonation and wet oxidation in the treatment of thermomechanical pulp (TMP) circulation waters
Laari, A.; Korhonen, Susanna; Tuhkanen, Tuula; Verenich, Svetlana; Kallas, Juha Water science and technology 1999 / 11/12, p. 51-
58

http://dx.doi.org/10.3303/CET1652192
https://digi.lib.ttu.ee/i/?9947
http://dx.doi.org/10.5755/j01.ms.22.3.7412

