
Low frequency acoustic method to measure the complex bulk modulus of porous materials
Napolitano, Marialuisa; Di Giulio, Elio; Auriemma, Fabio The Journal of the Acoustical Society of America 2022 / art. 1545
https://doi.org/10.1121/10.0009767 Journal metrics at Scopus Article at Scopus Journal metrics at WOS Article at WOS

Mikrofonivõimendi
Jaanus, Martin Praktiline Arvutikasutaja 2006 / 6, lk. 32-34 : ill https://artiklid.elnet.ee/record=b1054615*est

Mobile object localization by means of acoustic sensor arrays
Astapov, Sergei Info- ja kommunikatsioonitehnoloogia doktorikooli IKTDK kuuenda aastakonverentsi artiklite kogumik : 3.-5.
oktoobril 2012, Laulasmaa 2012 / p. 9-12 : ill

Riistvara suhtlemiseks
Jaanus, Martin Praktiline Arvutikasutaja 2006 / 6, lk. 35-37 : ill https://artiklid.elnet.ee/record=b1054613*est

https://doi.org/10.1121/10.0009767
https://www.scopus.com/sourceid/12936
https://www.scopus.com/record/display.uri?eid=2-s2.0-85126916941&origin=inward&txGid=f5024dc07fef4864a6eb96258427f622
https://jcr.clarivate.com/jcr-jp/journal-profile?journal=J ACOUST SOC AM&year=2022
https://www.webofscience.com/wos/woscc/full-record/WOS:000767638200002
https://artiklid.elnet.ee/record=b1054615*est
https://artiklid.elnet.ee/record=b1054613*est

